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U.S. DEPARTMENT OF LABOR o T 3e7
Occupeticna!l Safety and Health Administration

'MATERIAL SAFETY DATA SHEET

Required under USDL Safety and Health Regulations for Ship Revairing,
Shipbuilding, and Shvpbmkmg {29 CFR 1815, 1918, 18717)

SECTION

MANUFACTURER'S NAME : EMERGENCY TELEPHONE NO,

GATES ENGINEERING COMPANY, INC. (302) 656-9951

‘ﬁ%ﬁéglgiggn%écétcwsitgeéggl”’wl 1’m1ngton, Delaware 19899
CHEMICAL NAME AND SYNDNYMS 3 (‘,:AW EAND SYNONYUS
" EREMICAL FAMILY v
SECTION II - H.AZARDOUS INGREDIENTS
PAINTS, PRESERVATIVES, & SOLVENTS | % ;;;’1 ALLOYS AND METALLIC COATINGS % | kv,
DIQMENTS 4 . % SASE METAL
CATALYST « ) ALLOYS
VEHICLE , . 1810 METALLIC COATINGS
SOLVENTS - 7715 & PLUs COATING OR CORE FLUX
ADDITIVES oTHEAs
OTHERS
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GALES - % «kan
Accelerator (N-300-9) used with this product contains lead
oxides. Material accelerated for use contains 6% lead
oxide. ‘
* Solvent contains toluene, petroleum distillates and xXylete

SECTION il - PHYSICAL DATA

ROILING POINT (°F.) SPECIFIC GRAVITY (H30=1) 0.90
VAPOR PRESSURE (mm Hg.) :5"\?5&@&0(:??&! 85
VAPOR DENSITY (AtR=1) >1 (‘V”O"AT‘W "‘:11',‘ : <1
SOLUSILITY IN WATER Nil-

APrEARANCE AND ODOR BIatk, viscous liquid coating, characterlstlc solver

UUUL .
SECTION IV - FIRE AND EXPLOSION HAZARD DATA '
TFLASH POINT (Wathod uted) O acrm D 3278 FLAMMASLE LIMITS ‘ x.‘eo ‘37.,;71{}

EXTINGUISHING MEDIA
Dry chemical, carbon dioxide, foam

SAr "56 ﬂ“m'"8€aﬁ%'ﬂ"fbreath1ng apbaratus and protective clothing.

UNUSUAL FtRE AND EXPLOSICGN HAZARDS .
Products of combustion may include phosgene or chlorine compounds.

Lead fumes from accelerated. material.
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SECTION V - HEALTH HAZARD DATA

-
THRESHOLD LIMIT VALUE

100 ppm (skin)

€EFECTS OF OVERE XPOSURE

EMERGENCY AN>D FIRST AIN PROCENUAFS )
SKIN: Flush with plenty of water. EYES: Flush with plenty of water

for 15 minutes and get medical attention, If swallowed, call a

physician. Do not induce vomiting.

SECTION VI - REACTIVITY DATA

STABILITY UNSTABLE CONDITIONS TO AVOID Flames, Sparks, Hot Surfaces

STABLE X

INCOMPATABILITY (Materials 10 avend) .
Strong Oxidizers .

HAZARDOUS DECOMPOSITION PRAYUCTS

4 : CONDIT‘ONSJTO AVOID
MAY OCCUR

HAZARDOUS <. .

POLYME RIZATION

wiLL NOT OCCUR X

SECTION VII - SPILL OR LEAK PROCEDURES

STEPY IQ GE TAKEN IN CASE MATFRIAL I8 RELEASED DR SPILLED, - . '
Absorb and dispose of 1n accordance with local regulations. '

WASTE OI1SPOSAL METHOD . , E——— ;
Dispose of in accordance with local, state and federal requlations.

Incinerate in approved facility. Do not incinerate closed containers.

- |
SECTION Vili - SPECIAL PROTECTION INFORMATION
IESP"‘ATOR_Y PR 1ON

(Specify type , . .
In confined areas use éureau of Mines approved respiratory device.

VENTILATION LOCAL EXHAUST $’ECIAL AT1s0 exhaust solveéent
X vapars, from near _floor
MECHANICAL (General} ) OTHER ’
x .
PROTECTIVE GLOVES j EVE PROTECTION A
X ¥ '

OTHER PROTECTIVE EQUIPMENT

SECTION IX - SPECIAL PRECAUTIONS
SYSEE'TH RSO U Y BPL 8 ABae" 1y with adequate vent Ilation. Avoid

flames, sparks, hot surfaces and strong oxidizers. Avoid contact with

OTHER PRECAUTIONS _ . T EYET_aug o uRImS
| Cantains lead - Do not apply on toys, furniture or any surface

which might be chewed by children. Wash hands thoroughly after
nsina and before eatina or smokine.
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U.S. DEPARTMENT OF LABOR
Ceeupsticns! Safety and Health Administretion

MATERIAL SAFETY DATA SHEET

Furmn Approved
COMB Mo, 44-R1387

Required under USDL Safety and l:lulth Regulations for Ship Rwpairing,
Shipbuilding, snd Shipbresking (29 CFR 1915, 1816, 1977)

SECTION |

MANUFACTURER'S NAME
GATES ENGINEERING COMPANY,

INC.

EMERGENCY TELEPHONE NO.

(302) 656-9951

ADDRESS (Number, Street, City, State, and ZIP Code)

100 South West Street, Wilmingtoun, Delaware 19899 -

TRADE € ARD SYNONYMS

GACO
Y

CHEMICAL NAME AND SYNONYMS

N-300-9 Accelerator

CHEMICAL FAMILY FORMULJ

SECTION 11 - HAZARDOUS INGREDIENTS

TLY

PAINTS, PRESERVATIVES, & SOLVENTS % ALLOVYS AND METALLIC COATINGS

T
% | (Unin)

SASE METAL

56

PIGMENTS

CATALYST ) 9 ALLOYS

VEHICLE ’ . METALLIC ChAaTINGS

" 35 t,\éh’, FILLER METAL

SOLVENTS * PLUS COATING OR CORE FLUX

ADDITIVES OTHERS

OTHERS

HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, CR GALES

LV
% | (Uniws)

This product is a lead oxide/organic accelerator compound

supplied in 2 and 8 ounce bottles for use with a Neoprene

compound. It is never used alone.

* Solvent contains' xylene.

SECTION 1il - PHYSICAL DATA

SOILING POINT (°F.) SPECIFIC GRAVITY (H30+]}

1.8

PERCENT, VOLATILE

VAPOR PRESSURE (mm Hy.) 8Y VOLUME (%)

74

€V RATION RATE
>1 (_ﬁlﬂr__ 1)

VAPOR DENSITY (AIR=])

<1

SOLUSILITY IN WATER

_APPEARANCE AND ODOR Yellow slurry - characteristic odor -

SECTION iV - FIRE AND EXPLOSION HAZARD DATA

rLAsn POINT (Method used) a0“F ASTM D 3278 FLAMMABLE LiMITS Lot

Ual

71

EXTINGUISHING MEDIA . . .
Drv chemical, carbon dioxide, foam

SPECIAL FIRE FIGHTING PROCEDURES

UNUSUAL FIRE AND EXPLOSION MAZARDS

Lead fumes.
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